SAN JOAQUIN VALLEY UNIFIED AIR POLLUTION CONTROL DBTRICT

RULE 4565 - BIOSOLIDS, ANIMAL MANURE, AND POULTRY L ITTER OPERATIONS
(Adopted: March 15, 2007)

1.0  Purpose

The purpose of this rule is to limit emissions ofatile organic compounds (VOC) from
operations involving the management of biosolid&nal manure, or poultry litter.

2.0  Applicability

The provisions of this rule apply to all faciliti@hose throughput consists entirely or in
part of biosolids, animal manure, or poultry litemd the operator who landfills, land
applies, composts, or co-composts these materials.

3.0 Definitions

3.1

3.2

3.3

3.4

SIVUAPCD

Active Composting: the phase of the compostingcess that begins when
organic materials are mixed together for composting lasts until one of the
following conditions is met:

3.1.1 The organic material emits no more than sévgmg carbon dioxide per
gram of organic material (GEC) per day, as measured using the test
method in Section 6.2.1.1; or

3.1.2 The material has a Solvita Maturity Index5obr greater as measured
using the test method in Section 6.2.1.2; or

3.1.3 The material has been composted for a pefct least 22 consecutive
calendar days.

Aerated Static Pile: a system designed, oactstd, maintained, and operated for
decomposing organic material in which the matesigdlaced on top of perforated
plates or pipes that are connected to blowerseitlaer push or pull air through
the piles.

Alternative Mitigation Measure: a mitigatioreasure, proposed by the operator,
that is determined by the APCO and EPA to achie@C\feductions that are
equal to or greater than the VOC reductions thatlevde achieved by other
mitigation measures listed in this rule, that opmsacould choose as a means of
complying with rule requirements.

Animal Manure: non-human animal excretions araste, including, but not
limited to, dried solids and urine from cows, atthr swine.
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3.5

3.6

3.7

3.8

3.9

3.10

3.11

3.12

3.13

3.14

3.15

SIVUAPCD

APCO: as defined in Rule 1020 (Definitions).
ARB: California Air Resources Board.

Background: a reading on a hydrocarbon analye is measured at a distance
no greater than two (2) meters upwind from any coment to be inspected and
which is not influenced by any specific emissiompo

BARCT: Best Available Retrofit Control Techaogy is an emission limitation
that is based on the maximum degree of reductibreaable, taking into account
environmental, energy, and economic impacts by ekds or category of source.

Biosolids: organic material resulting from tlreatment of sewage sludge or
wastewater. Biosolids that have completed bothatttere phase and the curing
phase of composting are considered finished confpopurposes of this rule.

Class One Mitigation Measure: a VOC mitigatimeasure or combination of
measures for composting facilities subject to thke that, at the time of rule
adoption, are considered BARCT for VOC for all carsfing facilities.

Class Two Mitigation Measure: a VOC mitigatimeasure or combination of
measures for the composting facilities subjecth® rule with throughputs of at
least 100,000 wet tons per year that, in combinatuith Class One mitigation

measures, are considered BARCT for VOC for thestitfas at the time of rule

adoption.

Co-composting: composting where biosolids /@ndnimal manure and/or
poultry litter are mixed with other materials, inding amendments, to produce
compost. Co-composting includes both the activd anring phases of the
composting process.

Compostable Material: any organic materiat th capable of undergoing active
composting.

Composting: the controlled biological decosifion of organic material, such as
sewage sludge, animal manures, or crop residueter weerobic (with air) or
anaerobic (without air) conditions to form a huntike-material.

Composting Facility: any facility where comsping or co-composting occurs.
Unless exempt under Section 4.0 of this rule, otflpse composting/co-
composting facilities that use biosolids, animahon&, or poultry litter as part of
the composting or co-composting operation are stilbgethis rule.
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3.16

3.17

3.18

3.19

3.20

3.21

3.22

3.23

SIVUAPCD

Contiguous or Adjacent Property: as defimedkule 2201 (New and Modified
Stationary Source Review Rule).

Curing Composting: the phase of the compggiincess that begins immediately
after the end of the active phase of compostinglastd until one of the following
conditions is met:

3.17.1 The organic material emits no more than {dimg CQ-C per gram of
organic material per day, as measured using thentethod in Section
6.2.1.1; or

3.17.2 The compost has a Solvita Maturity Index7obr greater, as measured
using the test method in Section 6.2.1.2; or

3.17.3 The material has been composted at leastordfecutive calendar days
after the active composting period.

Day: a continuous twenty-four hour periodjibring at 12:00 A.M.
EPA: United States Environmental Protectigericy.

Facility: a portion of real property thatos one or more contiguous or adjacent
properties all of which are under common ownershipontrol.

Finished Compost: a humus-like material theets at least one of the following
conditions:

3.21.1 Emits no more than four (4) mg CO2-C pengad organic material per
day, as measured using the test method in Sectzoh. 6,

3.21.2 Has a Solvita Maturity Index of 7 or grea&s measured using the test
method in Section 6.2.1.2;

3.21.3 Has completed both the active and curinggdhaf composting.

Hydrocarbon Vapor Analyzer: a hand-held pmetdhydrocarbon analyzer that
meets the criteria specified in Section 6.2.4.3@ction 6.2.5.5.

In-vessel Composting System: a system wHeo®mpostable material is inside
a negatively-pressurized or positively-pressurigadiosure that is not open to the
atmosphere and that is composed of hard-pipingiwawk connections, and, if
necessary, flow inducing devices that transportagagpor from a piece or pieces
of equipment.
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3.24

3.25

3.26

3.27

3.28

3.29

3.30

3.31

3.32

3.33

3.34

3.35

SIVUAPCD

Land Application: the final disposal of bibde, animal manure, or poultry litter
by spreading or piling of the material in an opeeaain a manner that does not
meet the definition of landfilling.

Landfill (Landfilling): a method for final gposal of biosolids, animal manure, or
poultry litter on land where the material is spread compacted and a daily cover
is applied.

Land Incorporate: use of a method, such Iasgti injecting, or plowing that
covers and mixes material with soil.

Mitigation Measure: an activity, work praetior technology that reduces VOC
air pollutants emitted by or associated with thenagement of biosolids, animal
manure, or poultry litter.

Operator: any person who owns, leases, siggsrvor operates a facility that
processes biosolids, animal manure, or poultrerlitor equipment on such a
facility.

Pathogen Reduction: any process conductatklgnor in part to reduce the
number of disease-causing organisms present iroles animal manure, or
poultry litter in accordance with Title 14 Chap®&¢© Division 7 Section 17868.3
of the California Code of Regulations (CCR).

Pile: material that is heaped together.

Poultry Litter: poultry excretions and wasteluding, but not limited to, dried
solids and urine from chickens, turkeys, geesducks.

Solvita Maturity Index: an index that defirtbge stage where compost exhibits
resistance to further decomposition, as testethéypolvita Maturity Test®.

Throughput: the weight of material to be pss®ed, as it is received or generated
at the facility subject to this rule, prior to adgwatering or treatment at the
receiving facility. Throughput includes the weighit moisture present in the
received materials.

Tipping Fees: money or other financial beéaatceived by a facility, owner, or
operator in exchange for the facility, owner, oe@ior accepting green waste,
biosolids, animal manure, or poultry litter.

TMECC: Test Methods for the Examination ohfpmsting and Compost by the
US Composting Council Research and Education Fdiomda
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3.36

3.37

3.38

VOC Control Device: any APCO, ARB, and EPApm@wyed machine or
technology used to reduce VOC emissions from a V@aission source
including, but not limited to, a biofilter, a camacrubber, or an incineration

device.
Volatile Organic Compounds (VOC): as defime®ule 1020 (Definitions).

Year: a continuous, 12-month period beginrongJanuary 1 and ending on
December 31

4.0 Exemptions

Except for the applicable recordkeeping requiresm@ftSection 6.1.1, the provisions of
this rule shall not apply to the following faciés:

4.1

4.2

4.3

4.4

SIVUAPCD

Facilities subject to Rule 4570 (Confined AniirRacilities) or facilities that are
specifically exempt under Section 4.0 of Rule 4570.

Composting/co-composting facilities whose tiglqout includes a total of less
than 100 wet tons per year of biosolids, animal un@nand poultry litter. For
purposes of this exemption only, only biosolidspal manure and poultry litter
are counted in the throughput determination.

Operators who land apply any combination ofsbiidls, animal manure, or
poultry litter and that meet all of the followingteria:

4.3.1 Receive, in total, less than 10,000 wet fmrsyear of any combination of
biosolids, animal manure, or poultry litter; and

4.3.2 Are not intentionally conducting pathogenusn on any biosolids,
animal manure, or poultry litter at the facilityyca

4.3.3 Are not subject to the regulations of theifGalia Integrated Waste
Management Board pertaining to solid waste trafmfecessing or
disposal; and

4.3.4 Do not receive or collect tipping fees.

Facilities that place all material containing-composted biosolids, animal
manure, or poultry litter in airtight bags or pagka for sale or sell material
containing biosolids, animal manure, or poultryelitas a soil amendment or
fertilizer. Within 15 days of receipt, the biogtsi animal manure, or poultry litter
must be placed in airtight bags or removed fronfaledity.
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5.0

SIVUAPCD

Requirements

5.1

5.2

Landfill Requirements

5.1.1 Within 24 hours of receipt at the facilityn aperator that landfills
biosolids, animal manure, or poultry litter shadlver the material with one
of the following covers:

5.1.1.1

5.1.1.2

5.1.1.3

5.1.1.4

5.1.1.5

Six inches of finished compost, or
Six inches of soil, or
A waterproof covering, or

With the exception of biosolids or biosetdkerived material, an
alternative material of alternative thickness agraped in

California Code of Regulations, Title 27, Sectio®690.

Biosolids that have been through both the activd euring

phases of the composting process are not consitdésdlids or

biosolids-derived material for the purposes of teguirement.

Operator shall not use biosolids or biasetierived material as
alternative daily cover unless the operator hasived an

Authority to Construct authorizing such cover. st 12

months prior to the intended use of such matersl aa

alternative daily cover, an operator shall apply & new or
modified Permit to Operate and shall comply withagiplicable

Rule 2201 requirements including Best Available @an
Technology (BACT), emission offsets, and publicificdtion. In

establishing BACT, the District must consider thse uof

alternate covers and all other available contrchelogies.

5.1.2 In lieu of covering the biosolids, animal me® or poultry litter as in
Section 5.1.1, an operator may implement an alteamitigation
measure that demonstrates at least a 10% reduct\d@C emissions.

Land Application Requirements

An operator that land-applies material containingsblids, animal manure, or
poultry litter shall implement at least one of thigigation measures in Table 1.
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Table 1 - Land Application Mitigation Measures

Directly inject the biosolids, animal manure, pmultry litter at least three inches
(3") below the soil surface within three (3) hoofgeceipt at the facility.

Land incorporate the biosolids, animal manurepaultry litter within three (3
hours of receipt at the facility. Materials reasvafter 6 pm must be land
incorporated by noon of the following calendar day.

Cover the biosolids, animal manure, or poulttgd within three (3) hours of receipt
at the facility. The cover shall be one of thddaing: a waterproof cover; at least
six (6) inches of finished compost; or at least(gixinches of soil. When conditions
are appropriate to allow direct injection or lanmtarporation of the covered
material, the material shall be directly injectedand incorporated within three (B)
hours of uncovering the material.

Implement an alternative mitigation measure(®)listed that demonstrates at lepst
a 10% reduction in VOC emissions.

5.3

SIVUAPCD

Composting/Co-composting Facility Requirements

5.3.1 Operators of composting/co-composting faeditwith throughputs less
than 20,000 wet tons per year shall meet eithefl 3.3r 5.3.1.2.

5.3.1.1 Implement at least three (3) of the Clase @itigation measures
listed in Table 2.

5.3.1.2 Implement at least two (2) Class One ntibgameasures in
addition to one (1) Class Two mitigation measure dotive
composting.

5.3.2 Operators of composting/co-composting faeditvith throughputs at least
20,000 wet tons per year but less than 100,00Qamstper year shall meet
either 5.3.2.1 or 5.3.2.2.

5.3.2.1 Implement at least four (4) of Class Onéigaiion measures
listed in Table 2.

5.3.2.2 Implement at least three (3) Class Onegatibn measures in
addition to one (1) Class Two mitigation measure autive
composting processes.

5.3.3 Operators of composting/co-composting faediwvith throughputs at least
100,000 wet tons per year shall meet either 5.285.3.3.2.

5.3.3.1 Implement at least four (4) Class One miiggn measures in

addition to one (1) Class Two mitigation measure dotive
composting.
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5.3.3.2 Implement at least two (2) Class One ntibigameasures, in

addition to one (1) Class Two mitigation measure dotive
composting and one (1) Class Two mitigation meaBureuring
composting.

Table 2 — Composting/Co-composting Facilitpitigation Measures

Class One Mitigation Measures

Scrape or sweep, at least once a day, all arleae compostable material is mixe
screened, or stored such that no compostable @mlageeater than one inch (17)
height is visible in the areas scraped or swept ediately after scraping «
sweeping, except for compostable material in popdss or storage piles.

Maintain a minimum oxygen concentration of aaslefive percent (5%), b
volume, in the free air space of every active amthg compost pile.

Maintain the moisture content of every activel airing compost pile betwee
40% and 70%, by weight.

Manage every active pile such that the initezbon to nitrogen ratio of every pi
is at least twenty (20) to one (1).

Cover all active compost piles within 3 hourseafch turning with one of th
following: a waterproof covering; at least six (6thes of finished compost; or
least six (6) inches of soil.

Cover all curing compost piles within 3 hours ezfch turning with one of th
following: a waterproof covering; at least six (6thes of finished compost; or
least six (6) inches of soil.

Implement an alternative Class One mitigatiorasaee(s) not listed above th
demonstrates at least a 10% reduction, by weighfQC emissions.

Class Two Mitigation Measures

Conduct all active composting in aerated stailie(s) vented to a VOC emissic
control device with a VOC control efficiency oflaast 80% by weight.

Conduct all active composting in an in-vessehposting system vented to a V(C
emission control device with a VOC control effioogrof at least 80% by weight.
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Conduct all curing composting in aerated stpilie(s) vented to a VOC emissig
control device with a VOC control efficiency oflaast 80% by weight.

n

11

Conduct all curing composting in an in-vessehposting system vented to a V(Q
emission control device with a VOC control effioogrof at least 80% by weight.

)C

12.

Implement an alternative Class Two mitigation mea&) not listed above th

demonstrates at least 80% reduction, by weighY i€ emissions.

SIVUAPCD

5.3.4 Operators selecting oxygen concentration aisture content as

a

mitigation measure shall test each active compdstand each curing

compost pile at least once each week using thecajye test methods i

n

Section 6.2.2, unless the APCO and EPA determiaggdon the weekly
test results, that a different testing frequencywarranted to ensure

compliance.
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5.4

SIVUAPCD

5.3.5

5.3.6

For operators selecting initial carbon taagéen ratio as a mitigation
measure shall test the material when it is prepfoeadctive composting
using the applicable test method in Section 6.2[2sting shall be done
each day that materials are mixed. Samples shakresentative of the
initial composition of the active compost pile.

If a tested parameter is found to be outsideapplicable limits specified
in Table 2, the operator shall take remedial actwthin 24 hours of
discovery to bring pile characteristics within gpecified limits.

VOCs from Aerated Static Piles and In-Vessat&ns

5.4.1

5.4.2

5.4.3

5.4.4

5.4.5

In addition to the requirements of Sectiod, &n aerated static pile shall
have no measurable increase (< 0.45 ppmv increass) background
levels of hydrocarbons within three feet of anyfate of the aerated static
pile.

In addition to the requirements of Sectio8, &n in-vessel composting
operation shall have no measurable increase (<@p#4% increase) over
background levels of hydrocarbons outside the ss&k enclosure,
including any opening that occurs briefly for acces maintenance.

An operator shall test for VOCs once eachrmdr quarter.

5.4.3.1 The location and number of test points derated static pile
composting system shall be determined using TMEQQD10B
(Selection of Sampling Locations for Windrows anieé$).

5.4.3.2 The openings of an in-vessel compostingesyshall be tested
according to the test method specified in Secti@Ba2.

5.4.3.3 The hydrocarbon analyzer shall meet thairegents specified
in Section 6.2.4.2.

In lieu of complying with the applicable regments of Sections 5.4.1 or
5.4.2, an operator may monitor one or more alteregiarameters. The
operator must demonstrate, to the satisfactioh@®PCO and EPA, that
the alternative parameter(s) correlates to the ostiy system capturing
as much of the VOC emissions as technologicallgtpal.

In lieu of complying with the requirements $éction 5.4.3, an operator
may use a different analyzer or test on a diffesshiedule if the operator

demonstrates, to the satisfaction of the APCO dPé4,Ehat the alternate

analyzer or alternate schedule is as indicativiysfem performance as the
requirements Section 5.4.3.
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5.5

SIVUAPCD

Biofilter Requirements:

5.5.1

5.5.2

5.5.3

5.54

5.5.5

In addition to complying with the applicabégjuirements of Section 5.3,
an operator using a biofilter as a VOC emissiontrobndevice shall
maintain all biofilters at their facility in suchraanner that each biofilter
complies with the following conditions at all timesen it is in operation:

5.5.1.1 The biofilter media temperature is betwé@degrees Fahrenheit
and 11Qlegrees Fahrenheit,

5.5.1.2 The moisture content of the biofilter madiaetween 40.0% and
70.0% by weight.

5.5.1.3 The pH of the biofilter media is betweeh &nd 8.0.

5.5.1.4 Visual inspection - The biofilter media free of observable
rodent burrows, cracks, and channeling. Weed egeeshall be
less than 10% of the exposed surface of the l»ofilt

Biofilter Monitoring Schedule

5.5.2.1 The biofilter media shall be tested for fibllowing properties at
least once per calendar month in five separatenlg\apaced
locations throughout the biofilter: temperaturegisture, and
pH.

5.5.2.2 Visual inspection of biofilter media sha# performed at least
once each week.

In lieu of complying with the requirements Séction 5.5.1, an operator
may be held to a different range of values or nwnidlternative
parameter(s) if the operator demonstrates, todtisfaction of the APCO
and EPA, that the range of values or alternatenpetex(s) is as indicative
of system performance as the applicable requiregn®acttion 5.5.1. The
alternate range of the parameters listed in 5.5.4lternate monitoring
parameter can be demonstrated by a source test.

In lieu of complying with the requirements Séction 5.5.2, an operator
may monitor on a different schedule if the operatemonstrates, to the
satisfaction of the APCO and EPA, that alternateedale is as indicative
of system performance as the schedule in Sect®i.5.

An operator using approved alternative pater(® from Section 5.5.3
shall also demonstrate the monitoring frequency tioe alternative
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parameter(s) as indicated in Section 5.5.4 is aaleqto ensure rule
compliance.

5.6 Non-Biofilter VOC Emission Control Device Remgments

5.6.1 In addition to the applicable requirementsSefctions 5.3 and 5.4, an
operator using a VOC emission control device teatat a biofilter shall
monitor key system operating parameters that detraiascontinuous
operation and compliance of the VOC emission céndievice during
composting operations. Examples of key system abipgy parameters
include, but are not limited to, temperatures, guess, and flow rates.

5.6.2 In addition to the applicable requirements S#ctions 5.3 and 5.4,
operators using a VOC emission control device ihabt a biofilter shall
operate and maintain the VOC emission control a@eiicaccordance with
the manufacturer's recommendations and any additioperating and
maintenance standards determined necessary by B&OA ARB, and
EPA to ensure proper operation of the VOC conteviice.

5.7 Source Testing Requirements for VOC EmissiontbDevice

5.7.1 The VOC emission control device (biofilter won-biofilter) shall be
tested for VOC control efficiency within ninety dapf installation and
every two years thereafter. VOC emission contelicks with an active
Permit-to-Operate on March 15, 2007 shall be testedvOC control
efficiency on or before September 30, 2007, andryeweo years
thereafter.

5.7.2 The source test must be conducted under semive operating
conditions with respect to seasonal conditions, mash composition,
process throughput, processing of materials, aledgeiometries.

5.7.3 An operator of a biofilter may request a lemggme between installation
and source test if the operator shows, to thefaatisn of the APCO and
EPA, that a longer time is necessary. In no chsd the time between
installation and the source test be greater thaf63imonths.

6.0  Administrative Requirements
6.1 Recordkeeping

6.1.1 Exempt Operations Records
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SIVUAPCD

6.1.2

6.1.3

6.1.4

6.1.1.1 Operators claiming exemption under Sedlidnshall maintain
records to demonstrate that the operation meetsofalthe
conditions of the claimed exemption.

6.1.1.2 Except for throughput records, records dwmting claim of
exemption shall be retained until two years aftess| of
exemption.

6.1.1.3 Throughput records demonstrating claim xangption shall be
retained according to Section 6.1.8.

Landfill Records
An operator subject to this rule that landfills $mtids, animal manure, or
poultry litter shall maintain an operations loga the operations log, the

operator shall record the following information @wlaily basis:

6.1.2.1 The time at which the biosolids, animal aranor poultry litter
arrives on site; and

6.1.2.2 The quantity of biosolids, animal manure, poultry litter
received; and

6.1.2.3 The time at which the received materiaglospletely covered as
described in the mitigation measures or the timeviaich the
alternate mitigation measure is in place.

Land Application Records

An operator subject to this rule that land applesy combination of

biosolids, animal manure, or poultry litter shakimtain an operations log.

In the operations log, the operator shall recbelfollowing information

on a daily basis:

6.1.3.1 The time at which the biosolids, animal oranor poultry litter
arrives on site; and

6.1.3.2 The quantity of biosolids, animal manure, poultry litter
received; and

6.1.3.3 Other information necessary to determinapi@nce with the
selected mitigation measures.

Composting Facility Records
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6.1.5

An operator of a composting facility subject tosthiule shall keep the
following records:

6.1.4.1

6.1.4.2

6.1.4.3

Throughput Records

On a daily basis, an operator shall record the uyaof

materials received that would be used in the cotpmsompost
operation. These materials include, but are nolitdid to,
material that may be recovered from the compostirogess for
reuse in another batch of compostable materiagdids; animal
manure; poultry litter; and green waste.

Class One Mitigation Measure Records

An operator shall keep records that demonstratetiigafacility
meets the Class One mitigation measures selecatedddacility
each day that a mitigation measure is performeok operators
using an approved alternative Class One mitigati@asure, the
operator shall keep records for the alternativegatiton measure
each day the alternative mitigation measure isoperéd.

Class Two Mitigation Measure Records
An operator shall keep records according to 6.4réugh 6.1.7,

as applicable, for the composting operations stuilijecClass
Two mitigation measures.

VOC Inspection Records

The operator shall maintain an inspection logbooRhe following
information shall be contained in the logbook:

6.1.5.1

6.1.5.2

6.1.5.3

The date of the VOC inspection.

The reading of the portable hydrocarbotyaeain ppmv for each
inspection location.

If an alternate parameter is monitoretthis parameter monitored
and record the level of the alternate parameteedgh inspection
location.

6.1.6 Biofilter Records
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6.2

SIVUAPCD

6.1.7

6.1.8

In addition to the records required in Section 4.5n operator using a
biofilter as a VOC emission control device shaleferecords with the
following information:

6.1.6.1 Date of biofilter monitoring.

6.1.6.2 The parameter monitored and the test seoitthe parameter
monitored.

6.1.6.3 If an alternate parameter is monitoretifhis parameter monitored
and record the level of the alternate parametezdoh location.

Non-Biofilter VOC Emission Control Device Reds

6.1.7.1 An operator using a VOC emission contreteay that is not a
biofilter as a means of complying with this ruleabhmaintain
daily records of key system operating parametersciwhuvill
demonstrate continuous operation and compliancthefVOC
emission control system during composting operation
Examples of key system operation parameters inclbde are
not limited to, temperature, pressure, and flowsat

6.1.7.2 An operator using a VOC emission controlicke that is not a
biofilter shall keep records describing all mairstece work on
the VOC emission control system.

Records Retention

Unless otherwise specified in this section, theratoe shall retain the
applicable records specified in this section oa-$dr a period of five

years, make the records available on-site durimghabbusiness hours to
the APCO, ARB, or EPA, and submit the records s A*CO, ARB, or

EPA upon request.

Test Methods

6.2.1

Compost Maturity/Stability
Any of the following test methods:
6.2.1.1 TMECC Method 05-08-B (Carbon Dioxide EvauatRate); or

6.2.1.2 TMECC Method 05-08-E (Solvita Maturity Tkt

6.2.2 Composting Facility Class One Mitigation M@@&sTest Methods
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6.2.2.1

6.2.2.2

6.2.2.3

Oxygen Concentration — TMECC Method 05.08iG-Situ
Oxygen Refresh Rate)

Moisture Content - TMECC Method 03.09 (Tddalids and
Moisture at 70+5 degrees Centigrade)

Carbon to Nitrogen Ratio - TMECC Method025A (Carbon to
Nitrogen Ratio)

6.2.3 Composting Facility Class Two Mitigation Maes Test Methods

6.2.3.1

6.2.3.2

6.2.4.1

6.2.4.2

Biofilter Control Efficiency

The control efficiency of a biofilter shall be detened using
SCAQMD Method 25.3 (Determination of Low Concentrat
Non-Methane Non-Ethane Organic Compound Emissions f
Clean Fueled Combustion Sources). The SCAQMD Metho
25.3 apparatus should be connected to sample [gliraside the
flux chamber or duct as applicable. Compost emssiare
considered as water-soluble sources where the 56 pp
applicability limit of Method 25.3 does not applgamples from
more than one location may be combined (composifest)
SCAQMD Rule 1133.2 Attachment A Section 8.

VOC Emission Control Device (Non-Biofilter)Control
Efficiency

The control efficiency of a VOC emission controsgm shall be
determined using EPA Methods 2, 2A, or 2D for meaguflow

rates and EPA Methods 25, 25A, or 25B for measutotigl

gaseous organic concentrations at the inlet antetoof the
control device. EPA Method 18 or ARB Method 42alklbe

used to determine the emissions of exempt compounds

6.2.4 VOC Test Method

Test Method — EPA Method 21 (VOC Leaks)

Hydrocarbon Analyzer — The portable hydroca analyzer shall
be:

6.2.4.2.1 A flame ionization detector.

6.2.4.2.2 Operated per manufacturer’s instructions.
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6.3
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6.2.5

6.2.6

6.2.7

6.3.4.2.3 Calibrated with certified zero and 10 ppmethane
standards.

Biofilter Test Methods

6.2.5.1 Temperature - EPA Method 170.1 (Temperature
Thermometric)

6.2.5.2 Moisture Content - TMECC Method 03.09 (Tdalids and
Moisture at 70+5 degrees Centigrade)

6.2.5.3 Media pH - TMECC Method 04.11-A (1:5 Slupi)
6.2.5.4 VOC — EPA Method 21 (VOC Leaks)

6.2.5.5 Hydrocarbon Analyzer for VOCs — The pomahblydrocarbon
analyzer shall be:

6.2.5.5.1 A flame ionization detector.
6.2.5.5.2 Operated per manufacturer’s instructions.

6.3.5.5.3 Calibrated with certified zero and 10 ppmethane
standards.

Alternative Test Methods

An operator may use an alternative test methotided listed in Sections
6.2.1 through 6.2.5 for which written approval bétAPCO and EPA has
been obtained.

Multiple Test Methods

When more than one test method or set of test rdstisospecified for any
testing, a violation of any requirement of thisera@stablished by any one
of the specified test methods or set of test methsithll constitute a
violation of this rule.

Alternative Mitigation Measures Compliance Plan

6.3.1

A compliance plan for alternative mitigatioreasures shall contain the
following elements:
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6.3.2

6.3.3

6.3.1.1

6.3.1.2

6.3.1.3

6.3.1.4

6.3.1.5

6.3.1.6

6.3.1.7

6.3.1.8

6.3.1.9

The name(s), address(es) and telephoneen(shlof person(s)
responsible for the preparation, submittal, andl@mgntation of
the compliance plan;

The name, address, and telephone numizdr(ke facility for
which the compliance plan is being prepared;

A description and process diagram of theatpon;

A complete description of the control melfsp that will be used
in place of a listed mitigation method;

All data, calculations methodology, caltoles, records,
manufacturer specifications, and all other infoiprainecessary
to determine that proposed mitigation measure adhieve the
required emission reductions;

Methodology and calculations establishimg daily and annual
VOC emissions or projected VOC emissions. Unldss t
operator establishes an operation-specific base#ngssion
factor per Section 6.3.1.7, an emission factor &181pounds
VOC emissions per wet ton of material shall be yused

If applicable, a source test protocol dawetl in accordance with
the requirements of Section 6.2.2, to establishraijma-specific
baseline emission factors;

A source testing protocol developed in etamoce with the
requirements of Section 6.2.2 to demonstrate canpd with
the emission reductions proposed,;

An identification of all equipment needipgrmits to construct
and operate.

In evaluating the compliance plan, the AP@@ BPA may require tests
and sampling, as necessary, to determine the acke@fidhe compliance
plan and the likelihood of compliance with the esmos reduction

requirements.

The APCO and EPA may approve operation-gpeo#seline emissions
factors provided the baseline emissions factors satestantiated with
source test data obtained in accordance with Seétid of this rule and
the material and mixtures of materials is repregerd of normal

operations.
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6.3.4 The APCO and EPA shall provide interim appt@f the compliance plan
provided the operator submits all of the informaticequired under
Section 6.3.1 and the APCO and EPA verifies that,design, the
compliance plan will reduce emissions similar togoeater than listed
mitigation measures.

6.3.5 Following the interim approval of the compta plan, the APCO and
EPA shall approve the compliance plan providedaperator submits, no
later than 180 days after the effective date ofgaance, a certification of
the compliance report that includes all sourcedasd, and the APCO and
EPA verifies that the emissions from the mitigatimeasure meets the
emission reduction limits.

6.3.6 The APCO and EPA may impose conditions nacgde ensure that the
operation complies with the compliance plan andaalblicable District
rules.

6.3.7 The APCO and EPA may require the operatormtntain records
consistent with the compliance plan necessary tootstrate compliance
with the compliance plan.

6.3.8 Compliance with the provision of the approypedposal does not exempt
an operator from complying with the requirementshef California Health
and Safety Code or any other District rule.

7.0  Compliance Schedule

7.1

7.2

7.3

SIVUAPCD

Landfill Operations

On and after March 15, 2008, all landfill operasashall be in full compliance
with all applicable rule requirements.

Land Application Operations

7.2.1 On and after March 15, 2008, all land appbeaoperations with usage of
biosolids, animal manure, or poultry litter totgii00,000 wet tons per
year or less shall be in full compliance with alpplacable rule
requirements.

7.2.2 On and after September 15, 2008, all landicgtipn operations with
usage of biosolids, animal manure, or poultry fittetaling more than
100,000 wet tons per year shall be in full comg@nvith all applicable
rule requirements.

Composting/Co-composting Operations
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7.3.1 On and after September 15, 2008, operatorgoaipost/co-compost
facilities with throughputs less than 100,000 wetst per year shall be in
full compliance with all applicable rule requirenten

7.3.2 On and after March 15, 2010, operators ofpmstico-compost facilities
with throughput of at least 100,000 wet tons pearyghall be in full
compliance with all applicable rule requirements.

Operators of compost/co-composting facilitiethwhroughput of at least 100,000
wet tons per year planning to convert compostingfmmposting operations to
energy generation operations shall comply with i8ast7.4.1 through 7.4.4. For
purposes of this compliance schedule, energy geoemaperations are those
operations that use biosolids, animal manure, attpaditter as fuel for
equipment to generate electricity.

7.4.1 On or before March 15, 2008, the operatoil dha an Authority to
Construct (ATC) application and an “Emission Cohttan” containing
information to support the extended compliance dalee including, but
not limited to, the following:

7.4.1.1 All data, calculations methodology, caltoles, records,
manufacturer specifications, and all other infoiprainecessary
to determine the percent of composting/co-compgstin
operations converted to energy generation. Theepérof
composting operations converted shall be calculatgdg the
following equation.

% converted = (Whergy X 100
(V\(:urrenb

Where

% converted = the estimated percent of current osi@-
compost operations that would be converted to
energy generation operations (%)

Wenergy= the estimated throughput of biosolids, animahure or
poultry litter and other materials used in energy
generation operations (wet tons/year)

Weurrent = the highest recorded annual throughput basethen
calendar years 2002 through 2006 (wet tons/year)

7.4.1.2 All data, calculations methodology, caltoles, records,
manufacturer specifications, and all other infoiprainecessary
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7.4.2

7.4.3

7.4.4

to determine that the proposed energy generati@natgpn will
achieve VOC emission reductions of at least 96%weyght
compared to the uncontrolled emissions from conpg&o-
composting;

7.4.1.3 Methodology and calculations establishimg daily and annual
VOC emissions or projected VOC emissions;

7.4.1.4 |If applicable, a source test protocol dgvetl in accordance with
the requirements of Section 6.2.2, to establishraijma-specific
baseline emission factors.

7.4.1.5 A source testing protocol developed in setaace with the
requirements of Section 6.2.2 to demonstrate canpd with
the emission reductions proposed.

7.4.1.6 A demonstration, subject to approval byARE€O and EPA, that
the energy generation project will reduce VOC eraiss by at
least 96% by weight compared to the uncontrolledsgions
from composting/co-composting. The project shalndnstrate
a net air quality benefit with respect to partitcelanatter and
ozone formation, after accounting for any increasesxides of
nitrogen (NOx) emissions from the project.

If the percent converted to energy generatmerations in Section 7.4.1.1
is less than 100%, the unconverted composting/cmposting operations
shall be in compliance with all provisions of theerby the compliance
schedule in Section 7.3.1 or Section 7.3.2, asogpjatte; and

On and after September 15, 2008, the opesat@i implement four (4)

Class One mitigation measures from Table 2 focathpost/co-compost
operations that would be converted to energy géineraperations. These
mitigation measures shall remain in place until4i4 implemented or the
compost/co-compost operations are converted to ggngeneration

operations, whichever comes first; and

On and after September 15, 2012, the opesh@limplement three Class
One mitigation measures and operated in-vessel gsiing systems, for
both the active and curing phases of compostinglloEomposting/co-
composting operations, at the facility, that wereioally planned for
conversion to energy generation operations but tmate not been
converted. The in-vessel systems shall be ventadMOC control system
with a control efficiency of at least 90% by weiginid complies with
Section 5.4 of this rule.
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7.4.5 Compliance with the provision of the approypedposal does not exempt
an operator from complying with the requirementshef California Health
and Safety Code or any other District rule.
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